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NOTES

1. DO NOT SCALE FROM DRAWING.

2. THIS DRAWING IS TO BE READ IN

CONJUNCTION WITH ALL OTHER CONTRACT

DOCUMENTS AND DRAWINGS.

3. GABION BASKETS TO BE SIZED FOR THE

DEPTH OF HEADWALL.

4. GABION UNITS SHALL BE ASSEMBLED IN

ACCORDANCE WITH THE MANUFACTURER’S

INSTRUCTIONS.

5. GABION WIRE MESH UNITS SHALL BE WOVEN

STEEL WIRE CONFORMING TO BS EN 10223-3

OR WELDED STEEL MESH CONFORMING TO

BS EN 10223-8.

6. GABIONS THEY SHALL BE FILLED WITH

CLASS 6G MATERIAL COMPLYING WITH THE

MCHW TABLE 6/1, THE MAXIMUM SIZE OF FILL

MATERIAL SHALL NOT EXCEED TWO THIRDS

OF THE MINIMUM DIMENSION OF THE GABION

COMPARTMENT OR 200mm WHICHEVER IS

SMALLER AND THE MINIMUM SIZE OF THE

FILL MATERIAL SHALL BE NOT LESS THAN

THE SIZE OF THE MESH OPENING

7. WOVEN STEEL GABIONS SHALL BE OF MESH

DESIGNATION 6X8 OR 8X10 WITH 

MINIMUM WIRE DIAMETER OF 2.7mm.

8. WELDED MESH SHALL BE 3mm TO 5mm

DIAMETER BARS WITH THE MESH SIZE 75mm

X 75mm MAXIMUM.

9. FOR PIPE SIZE REFER TO DRAINAGE PLAN /

HEADWALL SCHEDULE.

10. PIPES ENTERING HEADWALLS SHALL HAVE A

FLEXIBLE JOINT WITHIN 500mm OF THE

REAR FACE OF THE HEADWALL THIS SHALL

JOIN THE NEXT PIPE A MAXIMUM LENGTH IN

COMPLIANCE WITH TABLE 5/6 OF SERIES 500.

11. WING WALLS SHALL NOT PROJECT IN TO

WATERCOURSE

N.T.S

Essex Highways, Seax House, Victoria Road South,

Chelmsford, CM1 1QH.
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