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NOTES

1. DO NOT SCALE FROM DRAWING.

2. ROAD HUMPS SHALL COMPLY WITH

STATUTORY INSTRUMENT 1999 NO.1025

THE HIGHWAYS (ROAD HUMPS)

REGULATIONS 1999.

3. BITUMINOUS MATERIAL TO BE DESIGNED

TO SUIT SITE SPECIFICS, IN ACCORDANCE

WITH BS. EN 13108-1:2006 OR BS EN

13108-4:2006.

4. A BITUMINOUS SPRAY TACK COAT

COMPLYING WITH. CLAUSES 903.4 AND

920 AND AS DESCRIBED IN APPENDIX 7/4

SHALL BE APPLIED TO ALL EXISTING

CARRIAGEWAY SURFACES ON WHICH

BITUMINOUS MATERIALS ARE TO BE LAID.

5. ROAD HUMP TRAFFIC SIGNS AND ROAD

MARKINGS TO BE IN ACCORDANCE WITH

THE TRAFFIC SIGN REGULATIONS AND

GENERAL DIRECTIONS.

6. PRE-CAST CONCRETE TO BE INSTALLED

IN ACCORDANCE WITH MANUFACTURERS

REQUIREMENTS.

Essex Highways, Seax House, Victoria Road South,

Chelmsford, CM1 1QH.
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