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Specifications and Standard Construction Drawings.
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street lighting operational plan (August 2015 edition).
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must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

[1 10. CMS base station's location is to be determined.

\’\O\\ 11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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New 10m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).
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New 6m galvanised Steel lighting column complete with
o) 1m bracket and a Philips Luma 1 BGP623 DX10 (RAL
9005) with O degree tilt, 16k Lumens. LED's to have a
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ReCn ot Replace existing luminaire on existing 6m Raise and
Ce Lower column with a post top bracket and a Philips
=© Luma Micro BGP615 DX70 (RAL 9005) with O degree
tilt, 2.6k Lumens. LED's to have a colour temperature of
4000k (neutral white).
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«© Existing column to remain.

° Existing column to be removed to tip.

Highways England cable.

L8 GQ”dens b >a Indicative Feeder pillar Location.
. \ : .. 2x100mm diameter orange UPVC duct for lighting
Cc2 .

— ~ 5 Indicative Duct access chamber for road crossing or at
NC163 NC164 - feeder pillar for Highways England cable.

NC1 B e NC165 NC166 NC167 N
NC162 NC168 NC169 / 2 x 100mm diameter orange UPVC duct for lighting ECC
‘ cable.

Indicative Duct access chamber for road crossing or at
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and NJUG guidelines.
10. CMS base station's location is to be determined.
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EIJ.\ (3 11. Bat mitigation has been considered and implemented on

HRe) columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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% 8 New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with
o) 1m bracket and a Philips Luma 1 BGP623 DX10 (RAL
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o 1 Lower column with a post top bracket and a Philips
—] «© Luma Micro BGP615 DX70 (RAL 9005) with O degree
—— tilt, 2.6k Lumens. LED's to have a colour temperature of
< 4000k (neutral white).

«© Existing column to remain.

C ° Existing column to be removed to tip.
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Notes

Q/., 1. Drawings to be printed in colour to enable correct viewing of
/V symbols.
2. Alldimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

\/ the position as shown on the drawing plans.

4 4. All electrical works shall comply with IET Wiring Regulations,
17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A5 pin Telensa Dimming Telecell, Dali and GPS compatible,
shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of
Essex County Council Street Lighting Operational Plan.

7.  All works to be in accordance with the Department of Transports
Specification for Highway Works and Essex County Council
Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be
compliant with Essex County Council standard specification /
street lighting operational plan (August 2015 edition).

9.  Works in the vicinity of underground and over-ground utilities
must be in accordance with HSE guidance notes HSG47, GS6
and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on
columns NC89 - NC93 and NC115 - NC119 to allow a flight path.

Key

New 10m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

JSQ

New 6m galvanised Steel lighting column complete with

g)U o) 1m bracket and a Philips Luma 1 BGP623 DX10 (RAL
faa 9005) with O degree tilt, 16k Lumens. LED's to have a
colour temperature of 4000k (neutral white).
/\
c
3 Replace existing luminaire on existing 6m Raise and
~— Lower column with a post top bracket and a Philips
1 =© Luma Micro BGP615 DX70 (RAL 9005) with O degree
Gllden Way tilt, 2.6k Lumens. LED's to have a colour temperature of
B 18 3 4000k (neutral white).
«© Existing column to remain.
° Existing column to be removed to tip.
NC46
D sz Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting
Highways England cable.

—— - ————

Indicative Duct access chamber for road crossing or at
feeder pillar for Highways England cable.

79 E; 2 x 100mm diameter orange UPVC duct for lighting ECC
cable.

FOR CONTINUATION SEE
B3553F05-0100-DR-0004

N \ - Indicative Duct access chamber for road crossing or at
R e a wa e S = feeder pillar for ECC cable.
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Drawings to be printed in colour to enable correct viewing of
symbols.

All dimension in metres unless otherwise stated.

All columns shall be sited at the rear of the verge or footway or in
the position as shown on the drawing plans.

All electrical works shall comply with IET Wiring Regulations,
17th Edition BS7671:2008 (Inc Amendment No.3:2015)

A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,
shall be fitted in a 7 pin Nema socket within each lantern.
Column numbering shall be in accordance with clause 3.3 of
Essex County Council Street Lighting Operational Plan.

All works to be in accordance with the Department of Transports
Specification for Highway Works and Essex County Council
Specifications and Standard Construction Drawings.

Equipment, positioning and installation methods all to be
compliant with Essex County Council standard specification /
street lighting operational plan (August 2015 edition).

Works in the vicinity of underground and over-ground utilities
must be in accordance with HSE guidance notes HSG47, GS6
and NJUG guidelines.

CMS base station's location is to be determined.

Bat mitigation has been considered and implemented on
columns NC89 - NC93 and NC115 - NC119 to allow a flight path.

Key

New 10m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

o) 1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with O degree tilt, 16k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and
Lower column with a post top bracket and a Philips

=© Luma Micro BGP615 DX70 (RAL 9005) with O degree

tilt, 2.6k Lumens. LED's to have a colour temperature of
4000k (neutral white).

«© Existing column to remain.

Existing column to be removed to tip.

= Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting
Highways England cable.

Indicative Duct access chamber for road crossing or at
feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC
cable.

Indicative Duct access chamber for road crossing or at
feeder pillar for ECC cable.
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1. Drawings to be printed in colour to enable correct viewing of

symbols.
\/ 2. All dimension in metres unless otherwise stated.
3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4.  All electrical works shall comply with IET Wiring Regulations,
17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A5 pin Telensa Dimming Telecell, Dali and GPS compatible,
shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of
Essex County Council Street Lighting Operational Plan.

7.  All works to be in accordance with the Department of Transports
Specification for Highway Works and Essex County Council
Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

P | ncey BI’OOk compliant with Essex County Council standard specification /
street lighting operational plan (August 2015 edition).
ROU ndabout 9.  Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6
and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on
columns NC89 - NC93 and NC115 - NC119 to allow a flight path.

Key

New 10m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

o) 1m bracket and a Philips Luma 1 BGP623 DX10 (RAL
9005) with O degree tilt, 16k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

%

Replace existing luminaire on existing 6m Raise and
Lower column with a post top bracket and a Philips

=© Luma Micro BGP615 DX70 (RAL 9005) with O degree
tilt, 2.6k Lumens. LED's to have a colour temperature of
4000k (neutral white).

Eastbound
Merge Link

«© Existing column to remain.

Sheering Road
Dumbbell Link

° Existing column to be removed to tip.

= Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting
Highways England cable.

FOR CONTINUATION SEE
B3553F05-0100-DR-0006

Indicative Duct access chamber for road crossing or at
feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC
cable.

Indicative Duct access chamber for road crossing or at
feeder pillar for ECC cable.

Indicative commuting routes of bats.
Lighting column heights have been
lowered to accommodate for t
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Notes

1. Drawings to be printed in colour to enable correct viewing of
symbols.

2. Alldimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in
the position as shown on the drawing plans.

4.  All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

\/ z 5. A5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

T 6. Column numbering shall be in accordance with clause 3.3 of
Essex County Council Street Lighting Operational Plan.

7.  All works to be in accordance with the Department of Transports
Specification for Highway Works and Essex County Council
Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be
compliant with Essex County Council standard specification /
street lighting operational plan (August 2015 edition).

9.  Works in the vicinity of underground and over-ground utilities
must be in accordance with HSE guidance notes HSG47, GS6
and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on
columns NC89 - NC93 and NC115 - NC119 to allow a flight path.

Key

New 10m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 1 BGP623 DX10 (RAL
9005) with O degree tilt, 16k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and
Lower column with a post top bracket and a Philips

=© Luma Micro BGP615 DX70 (RAL 9005) with O degree
tilt, 2.6k Lumens. LED's to have a colour temperature of
4000k (neutral white).

«© Existing column to remain.
° Existing column to be removed to tip.

= Indicative Feeder pillar Location.

WeStern 2 x 100mm diameter orange UPVC duct for lighting
DU m bbe” Highways England cable.

Indicative Duct access chamber for road crossing or at

ROUndabOUt M11 North bOund Merge feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC
cable.

SN

100

NC134

Indicative Duct access chamber for road crossing or at
feeder pillar for ECC cable.
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Notes

1. Drawings to be printed in colour to enable correct viewing of
symbols.
2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4.  All electrical works shall comply with IET Wiring Regulations,
17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A5 pin Telensa Dimming Telecell, Dali and GPS compatible,
shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of
Essex County Council Street Lighting Operational Plan.

7.  All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council
Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be
compliant with Essex County Council standard specification /
street lighting operational plan (August 2015 edition).

9.  Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.
10. CMS base station's location is to be determined.
11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.

Key

New 10m galvanised Steel lighting column complete with
1m bracket and a Philips Luma 2 BGP625 DX10 (RAL
9005) with O degree tilt, 28k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

o) 1m bracket and a Philips Luma 1 BGP623 DX10 (RAL
9005) with O degree tilt, 16k Lumens. LED's to have a
colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and
Lower column with a post top bracket and a Philips

=© Luma Micro BGP615 DX70 (RAL 9005) with O degree
tilt, 2.6k Lumens. LED's to have a colour temperature of
4000k (neutral white).

«© Existing column to remain.

° Existing column to be removed to tip.

= Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting
Highways England cable.

Indicative Duct access chamber for road crossing or at
feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC
cable.

Indicative Duct access chamber for road crossing or at
feeder pillar for ECC cable.

0 1|0 20 30 40 50 60 70 80 90 100m

%% 5" i i i i i i i i

SCALE 1:1000

Rev.| Date Description of revision Drawn |Checked |Review'd

Approv'd

Eastern
Dumbbell

Roundabout

PO | 29/09/19 [ISSUED FOR PLANNING APPLICATION CJH BJ AK

PM

DRAWING STATUS

PRELIMINARY DESIGN

RINGWAY
JACOBS

)

integrated expertise Essex County Council

1 Mark Rowe, Service Director, Highways

Seax House, Victoria Road South, Chelmsford, CM1 1QH.
Tel: 0345 6037631

© Essex County Council

SCHEME TITLE

M11 JUNCTION 7A

DRAWING TITLE

ROAD LIGHTING
LAYOUT PLAN
SHEET 7 OF 7

FOR CONTINUATION SEE
B3553F05-0100-DR-0006

DESIGNED DRAWN CHECKED REVIEWED APPROVED
CJH CJH BJ AK PM
DATE DATE DATE DATE DATE

29/09/16 | 29/09/16| 29/09/16| 30/09/16 | 30/09/16

DRAWING UNITS U.N.O. SCALE AT Al (841X594mm)
DIMENSIONS AND LEVELS )
IN METRES 1:1000
DRAWING No. REV.

B3553F05-1300-DR-0007 PO

This drawing is not to be used in whole or part other than for the intended
purpose and project as defined on this drawing. Refer to the contract for full

terms and conditions.




