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COVER AND FRAME TO BE BEDDED ON HIGH

PERFORMANCE MORTAR BED (10mm MIN, 20mm MAX)

PRECAST COVER SLAB BEDDED ON HIGH

PERFORMANCE MORTAR BED (10mm MIN, 20mm MAX)

PRECAST CONCRETE

CHAMBER RINGS

10mm CLASS 1 MORTAR BED

BASE SLAB ST4 CONCRETE

68mm PIPE

ARTICULATED PIPE

BRICKWORK TO MCHW SERIES

2400 OR SEATING RING TO

BS 5911 : PART 200

STEP IRONS TO BS EN

13101 AT 250mm C/C

VERTICALLY

FLEXIBLE JOINT

JOINT FILLER BOARD TO MCHW CLAUSE

1015 WHERE ADJOINING TRENCH

CONSTRUCTION IS CONCRETE BED

ARTICULATED PIPE

PIPE SURROUND

AS SPECIFIED
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300 BELOW
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500 MAX
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ST4 CAST INSITU CHAMBER WALLS

PRECAST CONCRETE

CHAMBER RINGS

ST4 CAST INSITU CHAMBER WALLS

10mm CLASS 1 MORTAR BED

COVER AND FRAME (SEE NOTE 3)
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. ALL DIMENSIONS ARE IN MILLIMETRES.

3. GULLY COVER AND FRAMES TO BE D400 (DMRB

HA 104/09) 150mm MIN HEAVY DUTY AND COMPLY

WITH DESIGNERS INFORMATION FOR HYDRAULIC

DESIGN.

4. CHAMBER WALLS AND COVER SLAB TO BE

CONSTRUCTED IN PRECAST CONCRETE TO BS

EN 1917 AND BS 5911-3.

5. FOR INVERT DETAILS,NUMBER OF BRANCHES

AND TYPE OF COVER AND FRAME  SEE

SCHEDULE OF CHAMBERS.

6. CONCRETE BASE SLAB SHALL BE 300mm

GREATER IN DIAMETER THAN OUTER DIAMETER

OF CHAMBER WALLS

7. SEE MCHW CLAUSE 507 REGARDING

BACKFILLING/SURROUND TO CHAMBER.

8. CAST INSITU CHAMBER WALLS OF ST4

CONCRETE TO 150mm MIN.ABOVE HIGHEST

PIPE,MINIMUM THICKNESS OF WALL TO BE

CHAMBER RING PLUS 200mm AND THE INTERNAL

DIAMETER OF THE INSITU CHAMBER SHALL BE

EQUAL TO THE INTERNAL DIAMETER OF THE

PRECAST RINGS.

9. FOR PIPES 600mm DIAMETER AND GREATER A

SAFETY CHAIN SHALL BE PROVIDED AS DETAILED

ON DRAWING NUMBERS F5 AND F10 OF H.C.D.

10. ALL FITTINGS TO BE FABRICATED FROM STEEL

TO BS.970 AND ARE TO BE PROTECTED BY HOT

DIP GALVANISING.

11.68mm NOMINAL BORE PIPE 600mm LONG TO BS

EN 12200-1:2000 TABLE I TO BE BUILT INTO

CATCHPIT TO DRAIN LOWER PORTION OF

TRENCH FOR SURFACE WATER DRAINS TO

TABLE 1 OF APPENDIX 5/1.

12. WHERE INLET AND OUTLET PIPES HAVE THE

SAME INVERT LEVEL THE 68mm PIPE SHALL BE

SET 50mm ABOVE THE INVERT LEVEL. WHERE

THE OUTLET PIPE INVERT IS MORE THAN 50mm

LOWER THAN THE LOWEST INLET PIPE INVERT

THE INVERT OF THE 68mm PIPE SHALL HAVE THE

SAME INVERT LEVEL AS THE INLET PIPE.

13. ALL ST CONCRETE SHALL BE TO MCHW CLAUSE

2602.

Essex Highways, Seax House, Victoria Road South,

Chelmsford, CM1 1QH.

Tel: 0345 6037631
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