TENSAR TRIAX GEOGRID LAID MID DEPTH
OF TYPE 1 SUB-BASE CURTAILED 300mm
FROM EDGE OF SUB BASE LIMITS

120mm HIGH STEEL EDGING
(ALU EXCEL)

1000mm

CROSSFALL 1:40 (2.5%) —

GEOTEXTILE MEMBRANE
LAID ON FORMATION AND
UPSIDE OF EXCAVATION

SPIRAL STEEL SUPPORTING SPIKE

|
I
L

(NOM 200mm LONG) AT REGULAR
INTERVALS

OPTIONAL COLOUR SURFACE:
3 COATS EUROVIA CREABOND® 150
(COLOUR: TO BE SPECIFIED IN CONTRACT)

30mm HRA 15/10 F SURFACE
COURSE 100/150 TO BS EN 13108-4

100mm AC10 DENSE BINDER
COURSE 100/150 TO BS EN 13108-1

FIRMGROUND 45 GROUND REINFORCEMENT
MAT INFILLED WITH GOOD QUALITY TOPSOIL
AND GRASS SEEDING TOP DRESSING WITH
GOOD QUALITY FERTILISER

——— 25mm SHARP SAND

BEDDING LAYER

—— TYPE 1 SUB-BASE COMPACTED

BACKFILL TO REAR OF EDGING

225mm TYPE 1 SUB-BASE
TO MCHW CLAUSE 803

NOTES
1. DO NOT SCALE FROM DRAWING.
2. THIS DRAWING SHOULD BE READ IN

CONJUNCTION WITH ALL OTHER
CONTRACT DOCUMENTS AND DRAWINGS.
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