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NOTES

1. DO NOT SCALE FROM DRAWING.

2. TREAD OF STEPS TO HAVE A TAMPED

FINISH.

3. FALL ON TREADS SHALL BE 1:60.

4. TREAD WIDTH OF 300 SHOWN FOR 1:2

SLOPE. FOR 1:2%%189 SLOPE TREAD

WIDTH SHALL BE 375 AND FOR 1:3 SLOPE

TREAD WIDTH SHALL BE     450.

5. TIMBER EDGING TYPE EFT225 SHALL BE

PRESSURE CREOSOTED SOFTWOOD 35 X

225 SECTION TO MCHW CLAUSE 311. IT

SHALL BE CUT TO SHAPE AS NECESSARY

AT THE TOP OF THE SLOPE.

6. TIMBER HOLDING POSTS SHALL BE

PRESSURE CREOSOTED SOFTWOOD TO

MCHW CLAUSE 311 50 X 50 X 700 DRIVEN

AT 1800 CENTRES. THE EDGING BOARD

SHALL BE NAILED TO THE POSTS WITH 75

LONG GALVANISED NAILS DRIVEN FROM

THE BOARD SIDE.

7. WHERE JOINTS OCCUR THE EDGING

SHALL BE BUTT JOINTED AND THE ENDS

OF THE BOARDS SHALL BE NAILED TO

TIMBER POSTS.THE     TIMBER POSTS

SHALL BE PRESSURE TREATED

SOFTWOOD TO MCHW CLAUSE 311, 100 X

50     X 700 WITH 75 LONG GALVANISED

NAILS DRIVEN FROM THE BOARD SIDE.

8. HANDRAIL AND POSTS TO BE KEE KLAMP

SIZE 8 (48.3 O/D) OR EQUIVALENT.

9. CONNECTION OF HANDRAIL TO

INTERMEDIATE POSTS SHALL BE BY A

TYPE 27-8 JOINT.

10. CONNECTION OF HANDRAIL AND END

POSTS SHALL BE BY A TYPE 10-8 JOINT

WITH HANDRAIL BENT TO FIT.

11. INTERNAL JOINTS ON HANDRAIL SHALL BE

TYPE 18-8.

12. PLUG IN TOP OF END POSTS SHALL BE

TYPE 84-8 METAL DRIVE IN PLUG.

13. DISTANCE BETWEEN END HANDRAIL

POSTS TO BE EQUALLY DIVIDED

BETWEEN INTERMEDIATE     POSTS.

14. ALL UPRIGHT HANDRAIL POSTS TO BE

SET IN ST2 CONCRETE.

15. HANDRAIL TO BE PROVIDED WHERE

SHOWN ON THE DRAWINGS FOR SLOPES

UP TO 1 IN 2.

16. ALL ST CONCRETE SHALL BE TO CLAUSE

2602 MCHW
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